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Standard Series

Vehicle side Power supply side Vehicle socket Power supply socket

Chinese    

Standard

（GB/T）

AC DC

European    

Standard

(Type2)

AC DC

American 

Standard

（Type1）

产品介绍 产品应用 产品定制



Performance parameter

Rated 

current

Rated 

voltage

Insertion /

Pullout 

force

The 

Insertion/Pu

llout times

Standard Approval 

AC
16/32A 250/440V <100N 10000

GB/T20234.1-2015
GB/T20234.2-2015

CQC，CCC

DC
80/125/200/250

A
750/1000V

<140N
10000

GB/T20234.1-2015
GB/T20234.3-2015

CQC，CCC

AC 16/32A 250/440V <100N 10000
IEC62196.1-2014
IEC62196.2-2016

TUV,CB,CE

DC

AC 16/32/40A 240/250V <75N 10000

IEC62196.1-2014
IEC62196.2-2016
SAEJ1772-2017
UL2251

UL，TUV,CB,CE

DC
/ / / / / /

developing



Ingress Protection

Prevent contact Prevent foreign matter intrusion

0 without protection without protection

1
Any large surface of the body 
(such as the back of the hand)

Large foreign objects (diameter> 
50mm)

2 finger
Foreign objects of medium size 

(diameter> 12mm)

3
Tools and wires (diameter> 

2.5mm)
Small foreign objects (diameter> 

2.5mm)

4
Tools and wires (diameter> 

1.0mm)
Granular foreign body (diameter> 

1.2mm）

5 Completely prevent contact Dust accumulation

6 Completely prevent contact Dust intrusion

7

8

9

0 without protection

1 Prevent vertical water entry

2
Prevent upright (up to 15 °)

The effect of falling water drops

3 Prevent the influence of 60 ° water spray from vertical

4 Prevent water droplets from splashing in any direction

5 Water column to prevent spraying (10l / min）

6 Prevent strong water column (100l / min)

7 Prevent temporary immersion in water (30min, 1m)

8 Prevent long time immersion in water (> 30min, 1m)

9
Prevent downward high pressure and high temperature 

spray (80 ℃)

IP（Ingress Protection）（DIN EN 60529-1）

IP54/5



Test

pull out force test

metallographic test

crimp test

We will do relevant tests in the first sample production, 

trial production, production stage.



Approval



Advantages

Attractive apperance,ergonomics handle design,confortable handle 
feeling.

Temperature monior function available to ensure a safe charging. Low 
temperature rise, safer.

Complete certification and globalization.

Provide customized services and supporting solutions.
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Product:
MEAC-T-032A-V1P1
FEAC-T-032A-P

Features:

Simple, easy to use and 
drop resistant

Location:
London, England

Application

Electric Vehicle

Since 2019, one of our 

European distributors has sold 

80,000 products(EV charger), 

30,000 sockets every year



Product:
MGDC-T-250A-V

Features:

Fast charging speed 
Stable charging

Location:
Shanghai,China

Application

Electric Bus/Vehicle

The annual sales number of this 

product in China is more than 2,000 pcs



Product:
MGDC-T-250A-V

Features:

Fast charging speed , 
stable Charging

Location:
Ningbo,China

Application

EVSE (Electric Vehicle 

Supply Equipment)

This is a project we cooperate 

with the government.



Product:
FEAC-T-032A-P

Features:

Outdoor use      
(anti-UV)

Waterproof

Location:
England

Application

EVSE (Electric Vehicle 

Supply Equipment)



Product:
MGAC-S-032A-V
FGAC-V-01

Features:

Drop-proof 
Waterproof

Location:
Shanghai,China

Application

EVSE (Electric Vehicle 

Supply Equipment)

The annual sales number of this 

product in China is more than 

30,000 pcs.
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Customize 

packagebag EV-Park

We can provide customized product according to customer needs



THANK YOU


